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BEFORE BEGINNING YOUR INSTALLATION 
Read through the whole instruction guide before getting started with the installation. Professional installation is 

recommended for this product. 

 

 
 

CONTENTS 
 3/8" NPT High Flow Electric Air Valve (12V / 210 PSI) 

 3/8" NPT Flow/Dump Control Valve 

 Metal Bracket 

 

SAFETY INSTRUCTIONS 
 Never install this air valve to an air tank that controls the air brakes or any other important part on your vehicle. 

 Make sure your battery ground is detached before getting your installation started. 

 Ensure that your air system has no pressure before starting the installation. 

 Apply sealant to fitting's threads before assembly. DO NOT OVER TIGHTEN. 

 

 
 

IMPORTANT: If the vehicle drop too fast when activating the valve using the switch, install the included flow control 

valve to reduce the air exhaust of the air spring. 
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VALVE INSTALLATION 
 Disconnect the vehicle's negative battery cable. 

 First determine if the valve is going to be installed as a fill or dump valve. 

 This air valve has a standard 3/8" NPT female inlet and outlet ports. Using the fittings (not provided) of your 

choice based on the air line size you are using, connect the valve to your air system, a small arrow on the 

valve will show the direction of the airflow. When cutting or trimming the air line, use a hose cutter, a razor 

blade, or a sharp knife. A clean, square cut will ensure against leaks. DO NOT USE WIRE CUTTERS OR 

SCISSORS TO CUT THE AIR LINE. These tools may flatten or crimp the air line causing it to leak. 

 If you are going to use the metal bracket to secure the valve to your vehicle, unscrew two of the valve's 

screws that attach the top part with the bottom, and use them to install the bracket's part with the semi-circle 

to the valve. Then use two screws (not provided) on the other two holes to secure the bracket to your vehicle. 

 

 

VALVE WIRING 
 Connect one of the valve’s wires to GROUND, this can be the chassis (unpainted surface) or route a wire 

directly to the negative side of the vehicle’s battery. It doesn't matter which of the two wires you use. 

 The remaining wire will be the POSITIVE wire and must be connected to the switch that will control the 

predetermined function of the valve. 


